MPA

Multi Position Miniature
Electric Actuators
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Multi Position Miniature Electric Actuators HANBAYINC.COM

Torque transmission only with
sliding connection to valve stem
prevents leaks due to seal failure.
The sliding connection also saves
torque for turning the device rather
than creating unwanted and
destructive friction in the
transmission.

Hamilton HVX Series Valve in
an application. This valve is
panel mounted and driven by
our actuator.

Size of actuator and ease of
interfacing to the driving
computer are of the essence
in applications like this one.

VALCO multi position valve
mounted in a tight spot.

The precision of positioning and
the feedback of the actual position
being reached help to improve
performance and to lower cost of
automated laboratory systems.

Bigger valves are actuated by the
MPA with the External Gear Stage
option.

Torques up to 161 in-Ibs (18.4Nm)
allow precise and reliable
positioning, Y turn, Y2 turn or
continuous for control, with
smallest size and weight actuators.
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Multi Position Miniature Electric Actuators

HANBAYINC.COM

SELECT any
speed of
operation
(hardware
settings on
board) and,
depending on
your supply
voltage, you
get the torque
as per this
table.

The unit will
operate
reliably with
any supply
voltage
between 12
and 24 Volts
AC or DC

5.0 sec 12VDC @ 1.0 A 24 in-Ibs 2.7 Nm 35 in-lbs 4.0 Nm
3.2 sec 12 VDC @ 0.7 A 16 in-Ibs 1.8 Nm 35 in-Ibs 4.0 Nm
5.0 sec 16 VDC @ 1.5 A 37 in-Ibs 4.2 Nm 43 in-lbs 4.9 Nm
2.5 sec 16 VDC @ 0.8 A 24 in-Ibs 2.7 Nm 43 in-lbs 4.9 Nm
3.0 sec 24VDC @ 1.3 A 34 in-lbs 3.8 Nm 43 in-lbs 4.9 Nm
2.0 sec 24VDC @ 1.1 A 27 in-lbs 3.1 Nm 43 in-lbs 4.9 Nm
1.7 sec 24VDC @ 1.0 A 24 in-lbs 2.7 Nm 43 in-lbs 4.9 Nm
4.7 sec 12VAC@ 1.5 A 25 in-lbs 2.8 Nm 25 in-Ibs 2.8 Nm
3.2 sec 12VAC@ 1.2 A 19 in-Ibs 2.1 Nm 25 in-Ibs 2.8 Nm
5.0 sec 16 VAC@ 2.2 A 37 in-Ibs 4.2 Nm 40 in-lbs 4.5 Nm
2.5 sec 16 VAC@ 1.5 A 23 in-lbs 2.6 Nm 40 in-lbs 4.5 Nm
2.5 sec 24VAC @ 2.1 A 33 in-lbs 3.7 Nm 43 in-lbs 4.9 Nm
1.6 sec 24VAC @ 1.8 A 30 in-Ibs 3.4 Nm 43 in-lbs 4.9 Nm
1.3 sec 24VAC @ 1.6 A 20 in-lbs 2.3 Nm 43 in-lbs 4.9 Nm
15 sec 24VAC @ 2.1 A 160 in-lbs 18 Nm 160 in-lbs 18 Nm
As size and
weight
increasingly

become major
considerations for
design and
application, we do
offer the high
density solution
for this challenge.

High reliability
and quality of
actuating is not
tied to big size
and high cost any
more with our
actuator.
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Multi Position Miniature Electric Actuators HANBAYINC.COM

ALSO AVAILABLE:

MULTITURN ACTUATOR

Needle Valve Actuator with

4..20mA (or 1..5V)or

RS232/485 for Position Control

Speed: 26 RPM @ 24 VAC or DC
18 RPM @ 16 VAC or DC
9.5 RPM @ 12 VAC or DC

Torque: 8..12in-lbs (0.9.. 1.4 Nm)

Or more torque at slower speeds

MPAO013-2M-V2AN
Model Number:  MPAQO5 (RS485)

MPAO2 (Analog)

MPAl [ L] - MODEL NUMBER

v

Valve Manufacturers Valve Part Number

0 No Valve or Mounting Plate
1 Mounting Hardware only, call for availability
3 Valve with Mounting Plate, Mounted Assembly

O TTL Digital Communication

1 Serial Communication

2 Analog Com. 4 ..20 mA or 1..5V high speed
3 Analog Com. 4 .20 mA or 1..5V high torque
4 Micro-step, Serial, high torque

5 Micro-step, Serial, high speed

v 6 Micro-step, Serial, with external gear stage

1 Mechanical Position Indicator
2 Manual Mechanical Positioning

v
Multi Position Actuator

How to order:

Call us directly at: ) .
y Or call our authorized distributor at:

Hanbay Inc. (www.hanbayinc.com)

8 Woodland Ave
Beaconsfield PQ
HOW 4V9 CANADA

Phone: 514 426 1989
Toll Free: 800 315 4461
Fax: 514 426 9834

‘ , 45 ©



